PARAPETTI PER CANTIERI
PARAPETS - RAILING SYSTEM

Villalta s.rl. fornisce una vasta gamma di parapetti provvisori, adatti alle piti diverse
esigenze e per molteplici tipologie di coperture (per tetti piani o con inclinazioni fino a
10° - per coperture con pendenza fino a 30° - per tetti in legno) per cordolo e per scale.
| parapetti fornibili nella versione zincata sono attestati e certificati da ISPESL-INAIL con
prove sta-tiche g/o dinamiche come previsto dalla norma EN 13374, e sono corredati
di manuale tecnico di utilizzo per la corretta posa.

Villalta s.rl. provides a wide range of temporary parapets, suitable for different needs
and types of roofs (flat roofs / roofs with inclinations up to 10° / roofs with slope up to
30 / wooden roofs), for curbs and stairs.

The galvanized parapets are certified according to EN 13374 norm, with static and / or
dynamic tests; supplied with relevant user manual for the correct installation.
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Parapetto universale 80 cm zincato. T @ §
Pesao Kg. 5,2 gi e v
Universal parapet 80 cm, galvanized. Exg
Weight Kg. 5,2
Garde-corps universel BO cm galvanisé.
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Parapetto per tetti inclinabile zincato. E: | L
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Galvanized parapet for tilting roofs. &
Weight Kg. 11,3 i
Garde-corps de toit galvanisé inclinable. _§
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Examples of use

Use as a temporary protection support against falls from
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Parapetto a mensola 12,/62 cm zmcggo Kg. 18.2 A o JtanGer 1400, 10T
i . =030 L Use with extension
Galvanized parapet 12/62 cm with shelf. [ !
Weight Kg. 18,2
Parapet en porte-3-faux galvanisé 12/62 cm. 4
Poids Kg. 18,2 f
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Parapetto per cordolo 8-30 cm zincato.(1 ggsja Kg. 5,27 8 | 8 |
Parapetto per cordolo 8-50 cm zincato.{1 03] ‘ | |
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Galvanized parapet for curb, 8-30 cm {102} o || “ Y
Weight Kg. 5,27 & 1., 1 & W e 1
Galvanized parapet for curb, 8-50 cm [103] ; H {—— P : ‘Iﬂ f—— =
Weight Kg. 5,66 - ) "’
Parapet pour bordure 8-30 cm galvanisé [102).
Poids Kg. 5,87 somin — o -
Parapet pour bordure 8-50 cm galvanisé [ 103} = 520 Max. o
Poids Kg. 5,66 | 300Mex. .50, ' ’

Examples of use

PARAZO102 PARAZO103
Clamp opening: 80, Clamp opening: 80,500 mm
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Recommended center distance: T/fmm
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